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	PRELIMINARY

	Re:

WARRANTY PERIOD OF N’BEI THERMAL PAPER, FAX QUALITY
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· SHELF-LIFE WARRANTY – 2 YEARS

The shelf life (before imaging) of our thermal paper, FAX quality is two (2) years from the date of shipment, provided the paper is properly stored at 68ºF +/- 9ºF or 20ºC +/- 5ºC), relative humidity 55% +/- 10% in a dark place (away from natural and artificial light), in sealed packaging, and without contact with any chemicals such as plasticizers, oils, solvents or water;

· IMAGE LEGIBILITY WARRANTY – 2 YEARS

Our thermal paper, FAX quality will remain human eye readable within two (2) years after imaging provided the paper is properly stored at 68ºF +/- 9ºF or 20ºC +/- 5ºC, relative humidity 55% +/- 10% in a dark place (away from natural and artificial light), and without contact with any chemicals such as plasticizers, oils, solvents, adhesives or water;

· PRESERVATION PROPERTIES
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 CONDITIONS

 Before Test

0.12 max

1.10 min

 Heat Resistance

0.15 max

0.80 min

 60ºC, dry oven, 24hrs

 Moisture Resistance

0.15 max

0.80 min

 40ºC, 90RH, 24hrs

 Light Resistance

0.15 max

1.00 min

 16,000lux, 24hrs


Test Method: by optical density measurement in printed area before and after test conditions; optical density tester: X-Ray 520;

- Please protest any product to determine suitability for a particular application.
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				BACKGROUND		IMAGE		CONDITIONS

		Before Test		0.12 max		1.10 min

		Heat Resistance		0.15 max		0.80 min		60ºC, dry oven, 24hrs

		Moisture Resistance		0.15 max		0.80 min		40ºC, 90RH, 24hrs

		Light Resistance		0.15 max		1.00 min		16,000lux, 24hrs






